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Couplings - Zinc - Slip Style
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Dimension A in Inches: 3.406
Dimension B in Inches: 2.53

 

Application
Mighty-Align™ "Slip" Style Coupling - Used to join two
ends of 2" EMT together. Backing out center screw allows
245-DCSLP temporarily located on one cut end while
adjacent end is slid into place. -Back out center screw
stop as necessary to slip coupling over conduit. -Fully
install center screw stop between conduits. -Ensure that
both ends of conduit are visible in sight hole. -Tighten all
set screws. Patent Pending

Product Information
 
Material: Zinc Die Cast  
Finish: Ball Burnished Mirror Smooth  

 
Certifications & Codes:

NEMA Standard: FB-1
UL File Number: cULus, E24001
UL Standard: UL514B
UNSPSC: 39131707
Patent Number: D702,542

Catalog ID: 245-DCSLP

UPC Number: 78174707245

Description: 2 Inch EMT Slip Coupling Set Screw

Application: Mighty-Align™ "Slip" Style Coupling - Used to
join two ends of 2" EMT together. Backing out center screw
allows 245-DCSLP temporarily located on one cut end while
adjacent end is slid into place. -Back out center screw stop
as necessary to slip coupling over conduit. -Fully install
center screw stop between conduits. -Ensure that both ends
of conduit are visible in sight hole. -Tighten all set screws.
Patent Pending

Trade Size: 2"

Country of Manufacture: USA

Std Pkg Qty: 60

Unit Qty: 10
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