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Rigid/Intermediate Grade Conduit Fittings

Bushing Pennies & Nailing Straps

BUSHING PENNIES – STEEL

Applications:
•   A penny under a bushing will seal the end of conduit during 

construction

NAILING STRAPS – CAST STEEL

Standard Material:
•   Cast steel

Standard Finish:
•   Zinc plated

Support rigid conduit and IMC to mounting surface

Cat. # Size
Unit            
Qty.

Wt. Lbs.        
Per 100

90 1/2” 100 1
91 3/4” 100 1
92 1” 100 1
93 11/4” 50 1
94 11/2” 50 2
95 2” 50 3
96 21/2” 50 5
97 3” 50 7
98 31/2 ” 50 10
99 4” 50 14

Cat. #

Conduit Sizes
Unit            
Qty.

Wt. Lbs.        
Per 100EMT Rigid

NS 1 1/2” 3/8” 100 2
NS 2 3/4” 1/2” 100 2
NS 3 1” 3/4” 100 3

Dimensions (in Inches):
Cat. # A B C D

NS 1 3/16 1 17/8 3/4
NS 2 3/4 11/4 2 15/16

NS 3 3/16 11/2 21/2 11/8

NAILING STRAPS – STAMPED STEEL

Applications:
•   To secure rigid/IMC conduit

Standard Material:
•  Pre-galvanized stamped steel

Certifications and Compliances:
•   UL File No. E-184283

Cat. #

Conduit Sizes
Unit           
Qty.

Wt. Lbs.        
Per 100EMT Rigid

NSS1 1/2” 3/8” 100 2
NSS2 3/4” 1/2” 100 2
NSS3 1” 3/4” 100 3

A

B

C

RADIUS

Dimensions (in Inches):
Cat. # A B C Radius

NSS1 2.100 1.040 0.080 0.350
NSS2 2.300 1.275 0.080 0.460
NSS3 2.200 1.500 0.080 0.580


