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All weight is carried  
by building structure,  

not by gridwork Turnbuckle	for	easy	 
height	adjustment

10-24	threads	for	ceiling	fans	 
and chandeliers8-32 threads  

for cover plates and lightweight 
lighting fixtures

Saf-T-Cap®	to	protect	 
bolts and wires during paint-
ing and 
sheetrock	installation

Includes Mounting Hardware & Instructions

Mounting hardware

Romex connector

Saf-T-Grid®SAFELY INSTALLS FANS AND FIXTURES IN  
SUSPENDED CEILING APPLICATIONS
•	  Reduce ceiling vibration and provide  

safe secure installation
•	Fits	2'	x	2'	and	2'	x	4'	ceiling	tile	gridwork
•	Position	box	anywhere	along	the	brace
•	Fits all ceiling fans 
•	For	fixture	support	of	50	lbs.	or	less	
•	Acceptable	for	fan	support	of	50	lbs.	or	less

01070
Saf-T-Grid®
Box Depth 11/2" 
Heavy Duty, 15.5 Cubic Inch  
Dual Mount* Electrical Box 
6 Knockouts for Conduit or Romex 
Individually Packaged, 6 Per Cut Case

PATENTED
TECHNOLOGY

US PATENT NO.
5,435,514
5,860,548
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Meets or Exceeds UL Standards Regarding Exposed Threads Within Box.   Meets or Exceeds NEC® Safety Codes.
*Dual Mount = Box is threaded for 8-32 (ideal for box covers and light weight fixtures) and 10-24 screws (ideal for heavier fixtures and fans).


