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Part Number: 912204 

Description: 22 AWG 4-Conductor with Plenum-Rated Insulation and Jacket 

Suitable Application(s): Communication and Security 

 

Construction Details: 

Total Number of Conductors 4 

Conductor Material 22 AWG 7-Strand Bare Copper 

Insulation Material  Low-Smoke Copolymer 

Insulation Thickness 0.008” 

Conductor Insulation Color  Black, White, Red, Green 

Nominal Diameter over Insulation  0.043” 

Cabling Overall Lay Length 3.00” Left-Hand Lay 

Final Jacket Material Low-Smoke Copolymer 

Final Jacket Thickness 0.015” 

Final Jacket Color White (other colors available upon request) 

Nominal Diameter over Final Jacket 0.134” 

Ripcord Yes 

 

Print Details: 

Type: Inkjet 
Sequential Foot Markings: Yes 
  
Sample Print Legend: 

22 AWG  4C (UL) TYPE CL3P/FPLP OR c(UL)us TYPE CMP E179335 

Applicable Standards and Ratings 

Voltage Rating 300V 

Temperature Rating -4C to +75C 

UL Type(s) CL3P (UL 13); FPLP (UL 1424) 

c(UL)us Type(s) CMP (UL 444) 

ROHS Compliant Yes 

Nominal Capacitance 20.6 pF/ft. 

Nominal DC Resistance @ 20C 16 Ω/1000’ 

 

 


