
Product specifications

Eaton DS100GK

Catalog Number: DS100GK 

Eaton safety switch ground lug kit,Used with 30-100A heavy-duty, double-
throw safety switches,Deadfront/operating mechanism (with key interlock 
provision),3000A, 4000A,Top/bottom,NEMA 1

General specifications

Eaton safety switch ground lug kit DS100GK

782113324609 3.5 in

0.5 in 0.5 in

0.08 lb Eaton Selling Policy 25-000, one (1) year 

from the date of installation of the 

Product or eighteen (18) months from the 

date of shipment of the Product, 

whichever occurs first.

UL Listed Ground bar kit is not listed on device 

publications

Product Name Catalog Number

UPC Product Length/Depth

Product Height Product Width

Product Weight Warranty

Certifications Catalog Notes
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Product specifications

Deadfront/operating mechanism (with key interlock provision)

Used with 30-100A Heavy Duty, Double Throw Safety Switches

Ground lug kit

Heavy duty, double-throw

Used with 30-100A heavy-duty, double-throw safety switches

NEMA 1

30-100A

Resources

Double-throw safety switch

Eaton's Volume 2—Commercial Distribution

Eaton Specification Sheet - DS100GK

Product Category

Special features

Type

Switch type

Used with

NEMA rating

Amperage Rating

Brochures

Catalogs
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