
IMPORTANT

INSTRUCTIONS
DLPLATE/WFR3468-NB

WARNING - Wear safety gloves and other appropriate safety equipment.

COMPATIBLE PRODUCTS

A B C D

Circular Knockout 
(CKO) Instructions

Compatible products

A: Ø3”

B: Ø4-5/16”

C: Ø6-5/16” 

D:Ø8-5/16" 

Edge-lit Wafer 3”

Edge-lit Wafer 4”

Edge-lit Wafer 6”

Edge-lit Wafer 8”

Field Adjustable Edge-lit Wafer 4” 

Field Adjustable Edge-lit Wafer 6”

Deep Regressed Wafer 4” 

Deep Regressed Wafer 6”



INSTRUCTIONS
DLPLATE/WFR3468-NB

INSTALLATION INSTRUCTIONS

v  

Easy Answers

PLWFRNB-IN-1020
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1. Fix the brackets on the plate. (fig.1)
2. Use cutting pliers to remove any CKO sections necessary to install the downlight. (fig.2)
3. Place the plate on top of the T-Grid tile where the downlight will be installed. Knock the brackets to the sides of T-Grid. (fig.3)
4. Once the plate is attached to the T-Grid, cut a hole in the tile following the inside of the selected CKO and Follow appropriate downlight 
    installation instruction to compleate the installation. (fig.4) 

Fig.4




